
Portable, aluminum design notebook stand

Ergo-Q 260

Research

Recent scientific studies in the Netherlands and Sweden have

shown that working with an Ergo-Q notebook stand in

combination with an external keyboard results in: 17% increased

productivity, 21% increased comfort and 32% decreased neck

torque (Lindblad 2003).

1 1. Your ergonomic workplace

2

2. Simple to set up

3

3. Two versions
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5 different height settings: height range at back: 9-21 cm

Patented, integrated inline document holder: increases

data input speed

Ultra mobile: Only 390 g, 7 mm thickness, fits in any

notebook case

High quality: Hylite aluminum, rubber anti-slip feet,

protective foam inside

Easy laptop set-up: pivotable document holder

Suitable: for all laptops up to 15.6 inch 

Specifications

Dimensions:

Weight:

Product code:

230 x 7 x 310 mm (W x D x H)

390 g

BNEQ260

Health & Safety Regulations

By European legislation, employers are obliged to take proper

measurements to prevent physical discomfort among their

employees. Separate from the screen the keyboard needs to have the

ability to both tilt and move freely to allow a comfortable working

position thus avoiding fatigue in the arms and hands. In addition one

must be able to increase the height of the screen by placing a support

underneath the monitor. The document holder should be stable,

adjustable, and positioned so as to minimize uncomfortable head and

eye movements. These guidelines do not only apply to desktop

computers but also to laptop computer stations.



Portable notebook stand

Ergo-Q 330

Research

Recent scientific studies in the Netherlands and Sweden have

shown that working with the Ergo-Q results in: 17% increased

productivity, 21% increased comfort and 32% decreased neck

torque.

1 1. Your ergonomic workplace

2

2. Fits in every laptop bag

3

3. Easy to set up
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6 different height settings: height range at back: 11-19 cm

Easy laptop set-up: built in (patented) document holder is

pivotable

Lightweight: completely foldable, fits in any notebook case

Material: ABS plastic and protective rubber feet.

Award winning design: Ergonomics Excellence Award

Suitable: for all laptops up to 17 inch 

Specifications

Dimensions:

Weight:

Product code:

228 x 13 x 310 mm (W x D x H)

490 g

BNEQ330

Health & Safety Regulations

By European legislation, employers are obliged to take proper

measurements to prevent physical discomfort among their

employees. Separate from the screen the keyboard needs to have the

ability to both tilt and move freely to allow a comfortable working

position thus avoiding fatigue in the arms and hands. In addition one

must be able to increase the height of the screen by placing a support

underneath the monitor. The document holder should be stable,

adjustable, and positioned so as to minimize uncomfortable head and

eye movements. These guidelines do not only apply to desktop

computers but also to laptop computer stations.



compact keyboard

S-board 840 Design USB

Research

Compact keyboard (keyboards without separate numeric keys at

the right side) decrease the reach distance to the mouse (Cook,

et al, 1998), decrease the strain on the forearms and are found

to be more comfortable than standard keyboards (van Lingen, et

al, 2003).

1 1. multimedia keys

2

2. 2 USB ports

3

3. separate numeric keypad
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Handy: Comes with multimedia keys and 2 USB ports (USB

hub)

Optimal layout: extra wide space-bar and user-friendly

positioned arrow keys

Mobile: only 2 cm thick and lightweight

Ergonomic: pleasurable typing feeling (shear mechanism

instead of membranes)

Can be extended with a complementary numeric keyboard

(number pad)

Lay-outs: US, UK, DE, BE, FR, SwGe and more

Specifications

Dimensions:

Weight:

Product code:

305 x 20 x 165 mm (W x D x H)

480 g

BNES840DUS (Multiple versions)

Health & Safety Regulations

The distance between the keys should be between 18 and 20 mm

(ISO 9241).The alphanumeric keys of the keyboard have to be

separate from the function keys (ISO 9241).Dark keys on a light color

background make reading easier and increase productivity (Snyder,

1990).The middle row of the keys may not be higher than 30 mm,

measured from the desk (DIN 2137). The keyboard should have the

ability to tilt and be separate from the screen so as to allow the

worker to find a comfortable working position avoiding fatigue in the

arms or hands. (Council Directive 90/270/EEC).



Standard compact keyboard

C-board 830

Research

Compact keyboard (keyboards without separate numeric keys at

the right side) decrease the reach distance to the mouse (Cook,

et al, 1998), decrease the strain on the forearms and are found

to be more comfortable than standard keyboards (van Lingen, et

al, 2003).

1 1. Less than 40 cm wide

2

2. Numeric

3

3. Light key stroke
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Ergonomic: light color keys with dark letters and light

keystroke

Better posture: optimized key lay-out decreases reach

distance to the mouse, 7 cm less wide than a conventional

keyboard

Numeric: compact but still with numeric.

Handy: 5 hot key function keys

Connection: USB

Lay-outs: US, UK, DE, BE, FR, SwissGerman

Specifications

Dimensions:

Weight:

Product code:

397 x 25 x 163 mm (W x D x H)

688 g

BNEC830US (Multiple versions)

Health & Safety Regulations

The distance between the keys should be between 18 and 20 mm

(ISO 9241).The alphanumeric keys of the keyboard have to be

separate from the function keys (ISO 9241).Dark keys on a light color

background make reading easier and increase productivity (Snyder,

1990).The middle row of the keys may not be higher than 30 mm,

measured from the desk (DIN 2137). The keyboard should have the

ability to tilt and be separate from the screen so as to allow the

worker to find a comfortable working position avoiding fatigue in the

arms or hands. (Council Directive 90/270/EEC).



Evoluent Standard Right 

Research

Unnatural postures are a risk factor for development of

complaints of wrist and forearm (Karlqvist 1994, Jensen 1998,

Hagberg 1994). When the mouse is positioned closer to the body

the strain of shoulders and neck decreases (Armstrom 1995,

Cook 1998).Productivity is lower when using a trackball and

touchpad, standard mice and pen tablets enable a higher

productivity.

1 1. Thumb support

2

2. Neutral wrist position

3

3. Two buttons
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Ergonomic: supports your hand in a fully upright neutral

handshake position that eliminates forearm twisting

Basic functions: 3 buttons, a scroll wheel and fixed DPI

setting

Unique: short habituation time

Plug and Play: no driver installation needed

Cable length: 215 cm

Specifications

Dimensions:

Weight:

Product code:

111 x 80 x 77 mm (W x D x H)

158 g

BNEEVSR

Health & Safety Regulations

Council Directive 90/270/E The minimum safety and health

requirements for work with display screen equipment The use as such

of the equipment must not be a source of risk for workers.



ergonomic mouse

DXT Precision Mouse

Research

Using a mouse to navigate the cursor and activate icons is a

precision task that demands a high degree of accuracy. Moving

control of the mouse is most efficient in what is known as the

precision grip (Napier, 1956) where index finger and thumb work

closely together, and not by moving the whole arm from the

shoulder (as in many so-called ergonomic mouse designs).

1 1. Neutral posture

2

2. Right-handed

3

3. Left-handed
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Ergonomic: relaxed, neutral wrist and hand position

Productive: &#034;precision&#034; grip for very accurate

navigation

Unique: button instantly switches between right-handed or

left-handed use

Universal design: suitable for both larger and smaller hands

Convenience: easy to use, recognizable pen grip, 4 dpi

settings

Mobile: most compact &#034;ergonomic&#034; mouse

Connection: USB

Cable length: 1.97 m

Specifications

Dimensions:

Weight:

Product code:

45 x 81 x 56 mm (W x D x H)

85 g

BNEDXT

Health & Safety Regulations

Council Directive 90/270/E The minimum safety and health

requirements for work with display screen equipment The use as such

of the equipment must not be a source of risk for workers.


